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§ 153.554 Special requirements for
acids.

When Table 1 refers to this section:
(a) Each containment system loading

and discharge connection must have a
spray shield;

(b) Each cargo containment system
must be separated from bunkers by
double walls, such as a cofferdam and
piping tunnels; and

(c) Each vessel must have on board a
means to determine whether cargo has
leaked into the spaces adjacent to a
cargo containment system.

§ 153.555 Special requirements for in-
organic acids.

When Table 1 refers to this section, a
tankship’s shell plating must not be a
part of the cargo tank.

[CGD 78–128, 47 FR 21210, May 17, 1982]

§ 153.556 Special requirements for sul-
furic acid and oleum.

(a) Except as prescribed in para-
graphs (b) and (c) of this section, con-
tainment systems carrying sulfuric
acid, oleum, or contaminated sulfuric
acid are approved by the Commandant
(G–MSO) on a case by case basis.

(b) A containment system carrying
sulfuric acid may be:

(1) Made of unlined steel if the cargo
composition is between 70 and 80 or be-
tween 90 and 100 percent acid by
weight;

(2) Lined with lead if the cargo com-
position does not exceed 96 percent acid
by weight; or

(3) Lined with natural rubber or neo-
prene if the cargo composition does not
exceed 51 percent acid by weight.

(c) A containment system for oleum
may be of unlined steel if the con-
centration of free sulfur trioxide in the
oleum exceeds 20 percent by weight.

[CGD 73–96, 42 FR 49027, Sept. 26, 1977, as
amended by CGD 82–063b, 48 FR 4782, Feb. 3,
1983]

§ 153.557 Special requirements for hy-
drochloric acid.

(a) A containment system that car-
ries hydrochloric acid must be lined
with:

(1) Natural rubber;
(2) Neoprene; or

(3) A material approved for hydro-
chloric acid tanks by the Commandant
(G–MSO).

(b) Containment systems for con-
taminated hydrochloric acid are ap-
proved by the Commandant (G–MSO)
on a case by case basis.

[CGD 73–96, 42 FR 49027, Sept. 26, 1977, as
amended by CGD 82–063b, 48 FR 4781, Feb. 3,
1983]

§ 153.558 Special requirements for
phosphoric acid.

A phosphoric acid containment sys-
tem must be:

(a) Lined with natural rubber or neo-
prene;

(b) Lined with a material approved
for phosphoric acid tanks by the Com-
mandant (G–MSO); or

(c) Made of a stainless steel that re-
sists corrosion by phosphoric acid.

NOTE: ‘‘Phosphoric acid’’, as defined in
§ 153.2, includes phosphoric acid, superphos-
phoric acid, and aqueous solutions of phos-
phoric acid.

[CGD 73–96, 42 FR 49027, Sept. 26, 1977, as
amended by CGD 82–063b, 48 FR 4782, Feb. 3,
1983; CGD 88–100, 54 FR 40042, Sept. 29, 1989]

§ 153.559 Special requirements for ni-
tric acid (less than 70 percent).

A containment system that carries
nitric acid (less than 70 percent) must
be of stainless steel that resists corro-
sion by nitric acid.

§ 153.560 Special requirements for
Alkyl (C7–C9) nitrates.

(a) The carriage temperature of octyl
nitrates must be maintained below
100°C (212°F) in order to prevent the oc-
currence of a self-sustaining
exothermic decomposition reaction.

(b) Octyl nitrates may not be carried
in a deck tank unless the tank has a
combination of insulation and a water
deluge system sufficient to maintain
the tank’s cargo temperature below
100°C (212°F) and the cargo temperature
rise at below 1.5°C(2.7°F)/hour, for a fire
of 650°C (1200°F).

[CGD 88–100, 54 FR 40042, Sept. 29, 1989, as
amended by CGD 92–100, 59 FR 17028, Apr. 11,
1994; CGD 94–900, 59 FR 45139, Aug. 31, 1994]

VerDate 24<NOV>97 12:36 Dec 01, 1997 Jkt 174174 PO 00000 Frm 00153 Fmt 8010 Sfmt 8010 Y:\SGML\174174.TXT 174174


		Superintendent of Documents
	2010-11-12T18:16:21-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




